
 

                                       
 

Installation Instructions  
Northern D.I.Y. Fan Shroud  
& Adjustable Shroud Kits 

 
Northern P/N’s:  Z42000, Z42001, Z42002, Z42003, Z42004, Z42005, Z42006 & *Z42007 

 
Northern Do it Yourself Shrouds are available in the most common sizes for 
building your own custom electric fan shroud; start with these two steps: 
 
 Step 1:  Choose the shroud that best matches your Radiator Core size (The 
shroud flanges are oversize to allow for variable widths). 
 
Step 2: Choose the Northern fan that best fits your application or use your own 
fan. 
 

1. Mount shroud on the radiator using tape to hold it in place, and 
then set the shroud/radiator assembly in the vehicle temporarily to 
determine any potential obstructions (Pulleys, pumps and chassis 
parts etc.) 

2. Next hold the fan in position and check clearance, mark this 
position on the shroud. 

3. Remove the shroud from the radiator and using the fan as the 
template mark the mounting holes and inscribe the Outside 
parameter. 

4. Next mark ¼” inside to the parameter line (The cut hole must be 
smaller than the fan size for mounting) and leave a full radius 
around the mounting hole locations. 

5. Use, a hand drill to provide a starting point within the area to be 
removed and proceed to use a jig saw to cut the inside marked 
line. 

6. Smooth as necessary with a file or sandpaper. 
7. Mount the fan to the shroud and then mount the shroud to the 

radiator using pop rivets and or self tapping mounting screws (not 
included) to fasten on the radiators side channels. 

8. Trim as necessary. 
9. * The adjustable shroud slides to fit the length of your special 

application, additionally to the above instructions find this length 
from the radiator tank to tank measurement and mark this location.  

 
CAUTION: Use extreme care not to drill or insert any mounting screw into the 
radiator core tube or fins. 


